
Ringing Chamber - allow for bell ropes
to be securely stored at high-level or
against wall when not in use

New stair from
ground floor lobby up
to gallery

Glazed balustrade with manifestation
at lower level for privacy and timber
rail over glass.

New glazed screen (inc. doors) set behind
within the Tower arch.

Existing Tower door to be
kept closed (for maintenance
access only).

No fixed storage units to
walls of Ringing Chamber.

Oak storage with hanging rail for
vestments (~650mm clear depth int.)
re-using existing doors from north aisle
joinery

Oak storage cupboard for choir music
& others (~650mm clear depth int.),
re-using existing doors from north
aisle joinery

Glass barrier screens
set within reveals

Glass barrier screens
set within reveals

Low level oak storage
(~500mm deep) with
Aspiration Unit (refer to
EEP details) mounted
within oak wall
cupboard above.

Rooflights to be installed
over office.

Low level oak storage
(~500mm deep int.)

SVP through wall (from below)
rises externally
Refer to EEP details
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Low level above-ground fan
convector heater. Refer to EEP
details.

Low level above-ground fan
convector heater. Refer to EEP
details.

Dashed lines show central 1.2m
clear access width under arch with
minimum head height 1.9m

Low level above-ground
fan convector heater.
Refer to EEP details.

Dashed lines show central 1.2m clear
access width under arch with
minimum head height 1.9m

Linear trench fan convector
heater. Refer to EEP details.

Linear trench fan convector
heater. Refer to EEP details.

Carpet floor finish laid on
boarding to galery.
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Rev A - Chancel screen now to be
retained as existing

Rev A - Existing hatchment of George
IV to be relocated from west face
above chancel arch, to north wall of
north aisle

New Structure

KEY

Multi-function space

Circulation space

Kitchen facilities

Toilet facilities

Storage areas/facilities
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Localised consolidation and
repair to basement structure.
Refer to EEP details for
proposed layout to basement

Indicates 900x900mm clear
opening required for installation of
buffer tank - Refer to EEP details.
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St Lawrence Church
Lechlade
First Floor & Basement Floor Plans
As Proposed

RIBA Stage 3 - Spatial Design
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1st Sept 23 Minor amendments made including retaining the chancel
screen following feedback from CDC, HE, DAC and other consultees.


