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St Lawrence Church
Lechlade
Air Source Heat Pump and Enclosure
As Proposed
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Garden of neighbouring residential
property 'The Malthouse'

Location of Proposed ASHPs and
enclosure

Stone Boundary Wall

Acoustic enclosure to Air Source Heat Pumps
proposed located against south boundary
wall of churchyard. 2 x ASHP shown
positioned on a concrete base with soakaway
below. Frame of acoustic enclosure to be min
450mm clear from east and west sides, and
1000mm clear from north side. Height shown
indicatively subject to detail design, but to be
kept below height of boundary wall.

Exact design of acoustic enclosure by
specialist engineers to meet acoustic
requirements, to be confirmed at Detail
Design Stage 4.

Recent extension to 'The Maltings'
neighbouring residential property
shown indicatively, seen in elevation

St Lawrence Church
South wall

Location of Proposed ASHPs and
enclosure

Stone Boundary Wall

SOUTH CHURCHYARD

Stone wall to South of churchyard
approximately 2m high

SOUTH CHURCHYARD

1st Sept 23 Amendments to proposed location of ASHP following
DAC, CDC and HE advice

Rev A - 2 x Air Source Heat Pumps
(ASHP) located along south boundary
wall to be positioned minimum
500mm clear away from wall, fixed to
concrete base with soakaway below.
ASHP Model no:
PUZ-HWM140YHA(-BS) Ecodan R32
Monobloc Air Source Heat Pump.

Framework of acoustic enclosure to
be 450mm clear (min) from east and
west sides of ASHP and 1000mm from
north side.

Exact location, design, spec of ASHPs,
pipework and acoustic enclosure
subject to engineer's advice. Outer
cladding of enclosure currently shown
as timber boarded fence to match
storage sheds.

South stone boundary wall to
churchyard approximately 2m
high from level of churchyard
to north of wall

Neighbouring
residential property
'The Maltings'

Rev A - Shrub to be removed

SOUTH
CHURCHYARD

SOUTH WALL OF CHURCHExisting steps up from
basement plant room

Garden of
neighbouring
residential property

Recent extension to 'The Maltings'
neighbouring residential property
shown indicatively

Roof of recent extension to 'The
Maltings' neighbouring residential
property shown indicatively, seen
beyond the boundary wall

St Lawrence Church
South wall

Rev A - Underground insulated pipe
runs to be positioned according to
engineer's advice and to avoid burials
and headstones.

Pipe runs to and from ASHPs into
plant within basement below south
door to church.

B 4th Sept 23 Amendments to drawing to include proposed
elevations of ASHPs and enclosure


