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100Ø "BACKDROP" WITH 135°
BEND ON BOTTOM ABOVE
EXISTING DRAINAGE CHANNEL
IN MANHOLE

100Ø LAID TO FALLS

100Ø LAID TO FALLS

135° L.R. BEND

100Ø STUB STACK WITH AIR
ADMITTANCE VALVE

32Ø TRAPPED BASIN WASTE

100Ø WC WASTE

100Ø STUB STACK

40Ø TRAPPED SINK WASTE

100Ø

100Ø100Ø

100Ø

900x450 INTERNAL CHAMBER WITH
DOUBLE SEAL OVER (RECESSED FOR
FLOOR FINISH)

100Ø WC WASTE

32Ø TRAPPED BASIN WASTE

100Ø DRAIN TO FALLS LAID BELOW FLOOR
(FOLLOWING GENERAL LINE OF EXISTING
FLOOR DUCT)

100Ø SOIL PIPE SET OVER AND
DROP INTO FLOOR

100Ø VENT PIPE RISE TO HIGH
LEVEL AND SET OVER
THROUGH WALL

100Ø SOIL VENT PIPE WITH
900mm UPSTAND AND BIRD
GUARD

2 No 40Ø TRAPPED SINK
WASTES

40Ø TRAPPED STAND PIPE FOR DISHWASHER

32Ø TRAPPED BASIN WASTE

22Ø WATER HEATER RELEIF
VALVE TO DISCHARGE AT L/L

50Ø FLOAT LAID TO FALLS

NOTES

1. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE
SPECIFICATION FOR MECHANICAL SERVICES INSTALLATION
AND ALL ASSOCIATED MECHANICAL DRAWINGS LISTED
THEREIN.

2. ALL MECHANICAL SERVICES DRAWINGS SHALL BE READ IN
CONJUNCTION WITH ALL ASSOCIATED
ARCHITECTURAL,STRUCTURAL, DRAINAGE AND ELECTRICAL
SERVICES DRAWINGS.

3. THE CONTRACTOR SHALL CHECK AND VERIFY ALL
DIMENSIONS ON SITE PRIOR TO COMMENCING
CONSTRUCTION.

4. ASBESTOS MAY BE PRESENT IN ANY PART OF THE BUILDING.
THE ASBESTOS REGISTER SHOULD BE CONSULTED PRIOR
TO ALL WORKS, AND ALL SITE OPERATIVES SHALL BE
TRAINED IN ASBESTOS AWARENESS.
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